CANNON 116-105-59 



1/6 
FIG. 1 




CANNON 116-105-59 



2/6 
FIG. 2 



BLUETOOTH 
FRONT 
END 



H02 



PSWD 
ENTRY 



GPS 
RECEIVER 



106 



- PROCESSOR - 



Y 
100 



WIRELESS PICONET DEVICE 



CANNON 116-105-59 



3/6 
FIG. 3 



630- 



BLUETOOTH 
FRONT 
END 



620- 



PASSWORD 
AUTHORIZATION 
MODULE 



610 



PROCESSOR 



600- 



AUTHORIZED 
PASSWORD 
DATABASE 



-622 



EARTH 
COORDINATES 
AUTHORIZATION 

MODULE 



BOUNDARY 
COORDINATES 
OF SECURED 
AREA 



-602 



WIRELESS PICONET SECURITY SERVER 



200 



4/6 
FIG. 4 



( START ) 



402- 



404- 



406 







ESTABLISH PRESENCE IN 
PICONET WIRELESS NETWORK 






PRESENT PASSWORD INFO 
TO SECURITY SERVER 







( PASSWORD APPROVED ? 



408- 



410 



412- 





YES 


PRESENT GPS LOCATION 
INFO TO SECURITY SERVER 







GPS LOCATION WITHIN \N0 
SECURED AREA ? 



YES 



WIRELESS NETWORK 
PRESENCE APPROVED 



WIRELESS NETWORK 
PRESENCE D/S APPROVED 



~414 



( END ) 



CANNON 116-105-59 




CANNON 116-105-59 



6/6 



FIG. 6 

PRIOR ART 




